
 

 

✔ Category 5e 

✔ Unshielded 

✔ 100 MHz 

✔ RJ45 to LSA 

 

 

DIGITUS® CAT 5e Keystone Module, unshielded 

 

 

 

 

 

 

Abstract 

DIGITUS® CAT 5e Keystone Module, unshielded, toolfree installation 

Features 

- CAT 5e Class D; for up to 100 MHz 

- Tool free cable installation via LSA, color coded acc. EIA/TIA 568 A&B 

- RJ45 socket for patch panel mounting 

- Material housing: ABS halogen free, UL 94 V0 

- Material contacts: Phosphorbronze 

- Sealing contacts: Nickel, gold plated 0.6 µ 

- Material circuit board: FR4, 1.2 mm 

- Mating cycles: ≥ 750 

- Operating temperature: -10 °C up to +50 °C 

Product Overview 

The Item "DN-93502" from DIGITUS® is an unshielded CAT 5e Keystone Module with tool free installation  

which provides best performance and link quality for your network.  

The cable installation takes place via LSA, color coded acc. EIA/TIA 568 A&B. 

Product Number Information 

DN-93502 DIGITUS® CAT 5e Keystone Module, unshielded, RJ45 to LSA, toolfree installation 
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Technical Drawings 

 


